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x-archive-meta-abstract: A summary is presented of the ways in which the concept of system loss and the closely related concepts of transmission loss, basic transmission loss, propagation loss, and path antenna gain may be used for precise, yet simple, descriptions of some of the characteristics of radio wave propagation which are important in the design of radio systems. Definitions of various terms associated with the concept of system loss are given which introduce a greater flexibility into its use without any loss in precision. It is shown that the use of these added terms and concepts makes feasible the extension of the use of this method of description to any portion of the radio spectrum. A more general formula for the system loss is given which may be used for antennas with an arbitrarily small separation. Using this formula it is shown that the system loss between small electric or magnetic dipoles separated by a distance d << ? can be made arbitrarily small even though the individual antennas have large circuit losses. Formulas are developed for the percentage of time that a desired signal is free of interference, and these are used to demonstrate methods for the efficient use of the spectrum. In particular, contrary to general belief, it is shown that efficiency is promoted by the use of high power and high antennas and, in the case of a broadcast service, sufficiently small separations so that there is appreciable mutual interference. An analysis is made of the variance of the path antenna gain in ionospheric scatter propagation. Methods are given for the calculation of the transmission loss for the ground wave and tropospheric scatter modes of propagation through a turbulent model atmosphere with an exponential gradient. Examples of such calculations are given which cover a wide range of frequencies and antenna heights. Finally, examples are given of the expected range of various tropospheric point-to-point scatter systems such as an FM multichannel teletype system, a television relay or an FM broadcast relay.
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